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Project: Date:

Submittal

Product Description

Light Source

Technical Drawing Power Supply

Fixture

Installations Temperature and Durability

Installation

www.aldabra.it

Note:
- Power supplies, control&dimming devices and fixing kits must to be orderd separately. - Aldabra power supply consumption is equal to 15% of the fixture nominal power.
- Specifications are subject to change without notice. - Photometric data available at www.aldabra.it - Aldabra, all rights reserved.

Note: contact the factory for custom CCT, optics, finishes and lenghts! 
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Colour Temperature (CCT)
Pitch
Cutting Pitch
Power
Colour Rendering Index
Chromatic Selection

Fixture Luminous Flux
LED Type

> 90
Mac Adam 2-Step

NICHIA

Light Source Power LED

Voltage 

Materials

Dimming

Body Finishes

Power Supply Cable
Optics

Screens
Diffusers

Weight

Dimming Systems Compatibility
Driver

90-277 Vac 50-60 Hz
PWM

0-10V; DALI (Optional on request)

Electrical Insulation Class
IP Protection Degrees
Impact Resistance
Driveability

Certifications
Walkability

Normative

II
IP67
IK10

_____

CE
_____

EN60598-1 ; EN60598-2 and its parts 

Light Source Efficiency lm/W
lm/m (lm/ft)

LED Lifetime Ta 25°C

Ta Performance
Ta Operative

Fixture Lifetime

Body Temperature
Surface Temperature

> 50000 h (TM21 L80 B10 @50000 h)
> 50000 h

25°C (77°F)
-30 ÷ 50 °C (-22 ÷ 122 °F)

< 90 °C (194 °F)
≤ 65 °C (149 °F)

! 

! 

! 

On Board (Standard On/Off)

Aluminium Anticorodal EN AW-6060; Resin
Matt Anodized Aluminium-White Resin; Black Anodized Aluminium-Black Resin

1m (3,28ft) - 2xAWG18 (Red;Black) + 3xAWG20 (R/b, G/b, B/b) (Optional)

Honey Comb; Half Moon; Horizontal Louver; Vertical Louver
_____

700 g/m (0.470 lb/ft)

3000K; 4000K
31 mm (1.220”)

125; 250; 375; 500 mm
34 W/m (10.363 W/ft)

Narrow 9°; Medium 24°; Wide 43°; Elliptical 40° x 15°

Surface Mounted 

Wall Ceiling Ground

522 - 1022
20.55" - 40.24"

71
.3

2.
81

"
35 1.3

8"
X-TREME 35 Aluminium - Monochromatic
Power LED 90/277 Vac - 31 mm Pitch

OK

E506880

IP67 IK10

Professional linear recessed lighting systems for floor or wall installation using special housing box or
surface-mounted with adjustable brackets for direct or indirect lighting. Suitable for indoor, outdoor and
underwater applications. Made of natural anodized extruded aluminum alloy UNI 6060 or AISI 316L
stainless steel, with nanopolymer resin that ensures a complete waterproofing and glass-like
transparency, perfect light uniformity and optical protection to prevent distortion of the light output.
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Notes:

Part Number
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Kindly note that athmospheric agents (such as lightnings, etc), electrostatics charges or disturbances on the installation not caused by Aldabra lighting 
fixtures and Led drivers indicated by Aldabra itself, may cause damages on the fixtures. It is necessary that the electrical installation where the LED li-
ghting fittings and their power supply units and control gears are installed must be equipped with proper devices for the protection and suppression of 
transient phenomena (SPD, isolation transformer, etc...). Such devices must to be coordinated with the other protections of the installation; on this theme, 
it’s necessary to refer to the electrical installations norms which are in force in each country.

example: XTR.35.E30A1.2

XTR.35

XTR.36

522 mm / 1.71 ft - 17 W

1022 mm / 3.35 ft - 34 W

ACC.0005.0
Connection box IP68 for 
electrical connession -4 
channels/3poles

ACC.0390.0
Adjustable brackets 180° in 
stainless steel X-Treme
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REV(INT) CODICE(INT)/CODE(INT) MATERIALE/MATERIAL

11764 AISI316L
SATINATO

DATA/DATE DISEGNATORE/DWN DESCRIZIONE/DESCRIPTION 

 STAFFA X-TREME23L DIR.TEC
----

FORMATO/SIZE A4 MASSA/MASS: 0.01 kg CODICE/CODE 

SCALA/SCALE 2:1 FOGLIO/SHEET 1 DI/OF 1

SALVO DIVERSAMENTE SPECIFICATO / UNLESS OTHERWISE SPECIFIED
-DIMENSIONI IN / DIMENSIONS ARE IN..........................................
-SMUSSI E SPIGOLI: / CHAMFERS:...........................................
-RACCORDI CONCAVI: / CONCAVE FILLETS:.................................
-LE DIMENSIONI SONO A PEZZO FINITO / DIMENSIONS FOR FINISHED PARTS
-PER QUANTO NON SPECIFICATO UTILIZZARE IL MODELLO MATEMATICO / 
FOR EVERYTHING UNSPECIFIED USE THE MATHEMATICAL MODEL

0.4 MAX
0.4 MAX

mm -ALTRE DIMENSIONI / OTHER DIMENSIONS................................................
-RUGOSITA' / ROUGHNESS...............................................................
-FILETTATURE / THREADS.............................................................
-FUSIONI / CASTINGS......................................................................
-CARPENTERIA SALDATA / WELDED CARPENTRY.........................................
-CARPENTERIA CHIODATA / RIVETED CARPENTRY.......................................
-VALORI ANGOLARI SU CARPENTERIA/ANGULAR VALUES FOR CARPENTRY........................  45'

Js 13 ISO 286
Js 14 ISO 286
Js 14 ISO 286

4H 5H/6g ISO 965
Ra 3.2 ISO 4287

ISO 22768-mK

0 --/--/-- 
REV. DESCRIZIONE/DESCRIPTION DATA/DATE DIS./DWN. APPR./APPR.

REVISIONI/REVISIONS 

Lenght & Power !

Narrow 9°

Medium 24°

Wide 43°

Elliptical 40° x 15°

.M

.F

.W

.E

Optical Features !

3000K

4000K

30

40

CCT !

X-TREME 35 Aluminium - Monochromatic
Power LED 90/277 Vac - 31 mm Pitch

Generic Accessories

Matt Anodized Aluminium

Black Anodized Aluminium

A1.2

B3.2

Finishes !


	Testo1: 
	Testo2: 
	Testo4: 
	Testo3: 
	Testo5: 
	ACC00030: Off
	ACC03870: Off
	Is this a national account(1): 
	p1: Off

	3000K(1): 
	p1: Off

	Testo6: 
	Is this a national account(3): 
	p1: Off

	3000K: Off


