s | SCHEMI DI COLLEGAMENTO

COLLEGAMENTO IN SERIE PER LED IN CORRENTE COSTANTE
A1 SERIES CONNECTION FOR COSTANT CURRENT LED

* Segnale di dimmerazione
Dimming signal

— Alimentatore
————— Power suppl;
J; pply

ouT
+

* Versione dimmerabile / Dimmable version

COLLEGAMENTO PER 1 COB LED CORRENTE COSTANTE
B1 CONNECTION FOR 1 COB LED CONSTANT CURRENT

Codici alimentatori
Power supply units

350 mA
PSU.0001.0
PSU.0023.0
PSU.0024.0
PSU.0025.0
PSU.0026.0
PSU.0027.0
PSU.0030.0

500 mA
PSU.0001.0
PSU.0002.0
PSU.0003.0
PSU.0004.0
PSU.0022.0
PSU.0028.0
PSU.0030.0
PSU.0034.0

IN

,,,,, Alimentatore
i Power supply

ouT

@ LED

Codici alimentatori

Power supply units
350 mA 500 mA
PSU.0001.0 PSU.0001.0
PSU.0023.0 PSU.0022.0
PSU.0024.0 PSU.0028.0
PSU.0025.0 PSU.0030.0
PSU.0026.0 PSU.0034.0

PSU.0030.0
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COLLEGAMENTO IN PARALLELO CON ALIMENTATORI A TENSIONE COSTANTE
C1 PARALLEL CONNECTION FOR CONSTANT VOLTAGE POWER SUPPLY

Codici alimentatori
Power supply units
24 Vdc

* Segnale di dimmerazione
PSU.0001.0

Dimming signal

I PSU.0005.0
| PSU.0006.0

IN ouT + _ _ PSU.0007.0
] PSU.0008.0
LED LED LED PSU.0009.0
PSU.0010.0

PSU.0011.0

PSU.0012.0

PSU.0013.0

PSU.0014.0

PSU.0015.0

PSU.0016.0
* Versione dimmerabile / Dimmable version PSU.0017.0

,,,,,,,, Alimentatore
i Power supply

PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

COLLEGAMENTO IN PARALLELO CON ALIMENTATORI A TENSIONE COSTANTE DIMMERABILE
D1 pARALLEL CONNECTION FOR CONSTANT VOLTAGE POWER SUPPLY DIMMABLE

Codici alimentatori
Power supply units
24 Vdc
PSU.0001.0
PSU.0005.0

IN ouT PSU.0006.0

+ PSU.0007.0

LED LED LED PSU.0008.0
[ DIM DIM DIM PSU.0009.0

= Alimentatore
Power supply PSU.0010.0
PSU.0011.0

NO DIM| NO DIM| NO DIM | PSU.0012.0
i - PSU.0013.0

PSU.0014.0
PSU.0015.0
PSU.0016.0

* Versione dimmerabile (collegare il segnale di dimmerazione all’uscita del dispositivo dimmer cod. ECG.0002.0, PSU.0017.0
ECG.0003.0 o dell'interfaccia DMX cod. ECG.0011.0 o ECG.0006.0 o del convertitore DALI cod. ECG.0028.0) PSU.0018.0
* Dimmable version (connect the dimmable signal to the output of the dimmer device cod. ECG.0002.0, ECG.0003.0 PSU.0020.0
or to the DMX interface cod. ECG.0011.0 or ECG.0006.0 or to the DALI converter cod. ECG.0028.0) ’ ’
Nota: In caso di non dimmerazione collegare il cavo DIM al negativo PSU.0021.0
Remark: In case of non-dimming connect the DIM cable to the negative PSU.0030.0
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COLLEGAMENTO IN SERIE CON CONTROLLO DI CORRENTE PER LED IN CORRENTE COSTANTE
E1 SERIES CONNECTION WITH CURRENT CONTROL FOR CONSTANT CURRENT LED

Codici alimentatori
Power supply units

24 Vdc
* Segnale di dimmerazione

Dimming signal PSU.0001.0
PSU.0005.0

LED LED LED
Y out IN outr | 4 . N . ) PSU.0006.0
e Alimentatore + *  Controllo di corrente PSU.0007.0

N Power supply - - Current control PSU.0008.0
= - PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0

* Versione dimmerabile (collegare il segnale di dimmerazione all’'uscita del dispositivo dimmer cod. ECG.0002.0, ECG.0003.0 o PSU.0013.0
dell'interfaccia DMX cod. ECG.0011.0 o ECG.0006.0 o del convertitore DALI cod. ECG.0028.0) PSU.0014.0
* Dimmable version (connect the dimmable signal to the output of the dimmer device cod. ECG.0002.0, ECG.0003.0, to the DMX

interface cod. ECG.0011.0 or ECG.0006.0 or to the DALI converter cod. ECG.0028.0) PSU.0015.0

PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

Codici controllo di corrente
Current control codes

350 mA 500 mA
ECG.0012.0* ECG.0014.0*

COLLEGAMENTO IN PARALLELO PER DISPOSITIVI “DIMMER”
F1 PARALLEL CONNECTION FOR “DIMMER” DEVICES

Pulsante(i) N.A.

Codici alimentatori
N.O.push button(s) Power supply units

| | 24 Vdc
P PSU.0001.0
PSU.0005.0
IN DIMMER ouT ‘ PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

H

IN ouT
— DIM
— Alimentatore
Power supply LED

+

DIM

IN ouT

— DIM + DIM
Alimentatore

Power supply LED

Codice DIMMER
DIMMER code

ECG.0003.0
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COLLEGAMENTO IN PARALLELO PER DISPOSITIVI “DIMMER”
G1 PpARALLEL CONNECTION FOR “DIMMER” DEVICES

Codici alimentatori
Power supply units

0-10v 24 Vdc

PSU.0001.0

PSU.0005.0
24V

PSU.0006.0
IN DIMMER OUT

signal IN

PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

IN ouT ‘
— DIM + DIM +
Alimentatore
Power supply LED

IN out
— DIM + DIM +
R Alimentatore
Power supply LED

Codice DIMMER
DIMMER code

ECG.0002.0

COLLEGAMENTO IN PARALLELO PER SISTEMI SEQUENCER
H1 pARALLEL CONNECTION FOR SYSTEMS WITH SEQUENCER

Codici alimentatori
Power supply units

T
T 24 Vdc
—Eﬁ PSU.0001.0
’ﬂ PSU.0005.0
TLT2T3T4 PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0

PSU.0012.0
Alimentatore + ! ! ! PSU.0013.0
Power supply - * 24vdc : .

- - - PSU.0014.0

Sequencer / Interfaccia DMX PSU.0015.0

Sequencer / DMX interface PSU.0016.0

PSU.0017.0

PSU.0018.0

| I PSU.0020.0
LED LED

PSU.0021.0

PSU.0030.0

LED LED

RGB/ RGB/
DWS DWS

ouT

RGB/ RGB/
DWsS DWS

Codice sequencer

out sequencer code

Alimentatore + ! I
Power supply - ECG.0011.0
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DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI MONOCROMATICI
1 pMX/DALI- PARALLEL CONNECTION FOR MONOCHROMATIC SYSTEMS

IN ouT

Alimentatore +

IN

Power supply -

IN ouT
____ | Alimentatore +
A Power supply -

IN BUS OUT
—— Centralina DMX / DALI
R DMX / DALI Control gear

O

Interfaccia DMX
Convertitore DALI
DMX Interface
DALI converter

BUS +
IN/OUT
IN R

G
Interfaccia DMX B
Convertitore DALI
DMX Interface
DALI converter

BUS +
IN/OUT

LED

LED

LED

LED

* PC richiesto solo per la programmazione / PC only needed for programming

Interfaccia DMX
DMX interface

ECG.0006.0
ECG.0011.0

Centralina DMX
DMX control gear

ECG.0001.0*

Convertitore DALI
DALI converter

ECG.0028.0

Codici alimentatori
Power supply units
24 Vdc
PSU.0001.0
PSU.0005.0
PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI RGB/DWS 24 Vdc DIMMERABILI

J1  pMX/DALI - PARALLEL CONNECTION FOR RGB/DWS 24 Vdc DIMMABLE SYSTEMS

———  Alimentatore

—— Alimentatore

ouT

IN
Alimentatore
N Power supply

IN ouT

7 Power supply

IN ouT

N Power supply =

+

| Enm— ]

LED LED LED

RGB/ RGB/ RGB/
| pws | pws | bws
fE— ]

LED LED LED

RGB/ RGB/ RGB/
| pbws | bws DWS
o — ﬂ

LED LED LED

RGB/ RGB/ RGB/
| pbws | bws | bws

IN

BUS OUT
Centralina DMX / DALI
DMX /DALI Control gear

ouT

R
G

Blnterfaccia DMX
Convertitore DALI
DMX Interface

! ,\PALI converter

BUS
IN/OUT

ouT

R
G

BInterfaccia DMX
Convertitore DALI
DMX Interface

. NDAL/ converter

BUS
IN/OUT

Interfaccia DMX
DMX interface

ECG.0006.0
ECG.0011.0

Centralina DMX
DMX control gear

ECG.0001.0*

Convertitore DALI
DALI converter

ECG.0028.0

Codici alimentatori
Power supply units

24 Vdc
PSU.0001.0
PSU.0005.0
PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0
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DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI MONOCROMATICI A 24 Vdc DIMMERABILI
K1  pMX/DALI- PARALLEL CONNECTION FOR 24 Vdc DIMMABLE MONOCHROMATIC SYSTEMS

ouT BUS Interfaccia DMX Codici alimentatori
é IN/OUT DMX interface Power supply units
LED LED LED B ECG.0006.0 24 Vdc
Interfaccia DMX ECG.0011.0 PSU.0001.0
Convertitore DALI
DMX Interface PSU.0005.0
IN ouT DALI converter PSU.0006.0
— | Alimentatore +
I Power supply - IN Centralina DMX PSU.0007.0
= DMX control gear PSU.0008.0
ouT BUS ECG.0001.0* PSU.0009.0
8 IN/ouT PSU.0010.0
B
LED LED LED PSU.0011.0
Interfaccia DMX PSU.0012.0
Convertitore DALI Convertitore DALI
o oUT DMX Interface DALI converter PSU.0013.0
DALI converter PSU.0014.0
- + ECG.0028.0
] ?Zﬁi??ﬁﬁﬁy : N PSU.0015.0
- PSU.0016.0
PSU.0017.0
_ PSU.0018.0
—
= PSU.0020.0
= PSU.0021.0
|
‘ PSU.0030.0
| IN BUS OUT

77777 Centralina DMX / DALI
ai DMX / DALI Control gear

* PC richiesto solo per la programmazione / PC only needed for programming

DMX - COLLEGAMENTO IN SERIE PER LED IN CORRENTE COSTANTE
L1 pwmx - SERIES CONNECTION FOR CONSTANT CURRENT LED

Interfaccia DMX Codici alimentatori
DMX interface Power supply units
N 350 mA 24 Vdc
LED LED, LED LED
w our T %@@ FCG.0005.0 PSU.0001.0
—| Alimentatore  * m PSU.0005.0
L Power supply Interfaccia LED LED LED LED PSU.0006.0
Interface - %@@L - PSU.0007.0
DMX Interfaccia DMX : :
DMX interface PSU.0008.0
LED LED, LED, LED
8 i>+ < i>+ < E>+ @ 500 mA PSU.0009.0
DMX
nyouT ECG.0008.0 PSU.0010.0
com PSU.0011.0
PSU.0012.0
OUT | LED LED, LED LED
™ ouT - @;@;@L@L Centralina DMX PSU.0013.0
—] Alimentatore  * " DMX control gear PSU.0014.0
L Power supply Interfaccia LED LED LED LED ECG.0001.0 PSU.0015.0
Interface - —@*—@*—@L——@L PSU.0016.0
DMX PSU.0017.0
<5 LED LED, LED LED PSU.0018.0
T L= + - + - + - + . .
N DMX OUT ;:N%UT E ; E ; E ; @ PSU.0020.0
Centralina DMX
L[| DMX Control gear coM PSU.0021.0
PSU.0030.0

* PC richiesto solo per la programmazione / PC only needed for programming
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DMX - COLLEGAMENTO IN PARALLELO PER SISTEMI RGB MOVE
M1  puix - PARALLEL CONNECTION FOR RGB MOVE SYSTEMS

N

| IN

DMX OUT
— | Centralina DMX

HE DMX Control gear

DMX IN

DMX OUT

LED E LED E LED
E RGB RGB RGB

IN
JE— Alimentatore

[T Power supply

ouT
+

DMX IN

DMX OUT

LED E LED E LED
E RGB RGB RGB

* PC richiesto solo per la programmazione / PC only needed for programming

Centralina DMX
DMX control gear

ECG.0001.0*

DMX - COLLEGAMENTO IN PARALLELO PER SISTEMI RGBW 24 Vdc DIMMERABILI
N1 puix - PARALLEL CONNECTION FOR RGBW 24 Vdc DIMMABLE SYSTEMS

Codici alimentatori
Power supply units
24 Vdc
PSU.0001.0
PSU.0005.0
PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0

IN
— 1 Alimentatore

N Power supply

ouT

RGBW

LED

RGBW

LED

RGBW

IN
— | Alimentatore

N Power supply

ouT
+

RGBW

LED

RGBW

LED

RGBW

| IN

BUS OUT

—| Centralina DMX
ai DMX Control gear

ouT BUS

R IN/OUT
G

B

w

Interfaccia

Interface
DMX

IN

N BUS
2 IN/OUT
B
w

Interfaccia
Interface
DMX

* PC richiesto solo per la programmazione / PC only needed for programming

Interfaccia DMX
DMX interface

ECG.0007.0

Centralina DMX
DMX control gear

ECG.0001.0*

Codici alimentatori
Power supply units

24 Vdc
PSU.0001.0
PSU.0005.0
PSU.0006.0
PSU.0007.0
PSU.0008.0
PSU.0009.0
PSU.0010.0
PSU.0011.0
PSU.0012.0
PSU.0013.0
PSU.0014.0
PSU.0015.0
PSU.0016.0
PSU.0017.0
PSU.0018.0
PSU.0020.0
PSU.0021.0
PSU.0030.0
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DMX - COLLEGAMENTO SPLITTER
O1 pmx - SPLITTER CONNECTION

’7 Centralina DMX Codici alimentatori
7/ DMX control gear Power supply units
‘ ECG.0001.0* 24 Vdc
_|IN DMX OUT DMX IN IN PSU.0001.0
— | Centralina DMX A DMX Splitter — PSU.0005.0
I DMX Control gear B OUT1 OUT2 OUT3 € PSU.0006.0
PSU.0007.0
Splitter DMX
DX Splitter PSU.0008.0
PSU. .
ECG.0010.0 SU.0009.0
PSU.0010.0
DMX IN/OUT DMX IN/OUT DMX IN/OUT PSU.0011.0
PSU.0012.0
: PSU.0013.0
Interfaccia Interfaccia Interfaccia Interfaf:ma DMX
Interface Interface Interface DMX interface PSU.0014.0
DMX or R O oot & DMX ot R ECG.0006.0 PSU.0015.0
Bl Bl B[ ECG.0011.0* PSU.0016.0
N i . PSU.0017.0
= m IN PSU.0018.0
PSU.0020.0
o PSU.0021.0
- PSU.0030.0

____JIN + - ourt

e Alimentatore
= Power supply

* PC richiesto solo per la programmazione / PC only needed for programming

P1 DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI MONOCROMATICI A 24 Vdc DIMMERABILI
DALI - PARALLEL CONNECTION FOR 24 Vdc DIMMABLE MMIONOCHROMATIC SYSTEMS

ot Bus |
’ ’ IN/OUT Codici alimentatori
i Power supply units
LED LED LED |Interfaccia / Interface CoDrA\ﬁr:;(:’I;/eeEtle;\'l‘.l PRY
DALI/Push/1-10 V 24 Vdc
(impostazione tramite ECG.0016.0* PSU.0001.0
jumper) ’ ’
| IN ouT (set via jumper) PSU.0005.0
— Alimentatore + IN PSU.0006.0
P | -
ower supply —_—— PSU.0007.0
ouT BUS PSU.0008.0
’ ’ IN/OUT PSU.0009.0
LED LED LED |Interfaccia / Interface PSU.0010.0
DALI/Push/1-10 V PSU.0011.0
(impostazione tramite PSU.0012.0
jumper) ’ ’
IN ouT (set via jumper) PSU.0013.0
— Alimentatore + N PSU.0014.0
Power supply N - ]
= PSU.0015.0
PSU.0016.0
P PSU.0017.0
// PSU.0018.0
@ PSU.0020.0
<5 PSU.0021.0
_ |'IN BU uT
) PSU.0030.0
Centralina DALI
DALI Control gear
Push-button
* PC richiesto solo per la programmazione
PC only needed for programming
1-10v
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DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI RGB
R1  pMX/DALI- PARALLEL CONNECTION FOR RGB SYSTEMS

Interfaccia DMX

DMX interface
N ouT ECG.0034.0
| Alimentatore + IN
----- Power suppl) - R
JT'_ pply . 8 ;
Interfaccia DMX B
Convertitore DALI -+ LED
DMX Interface y Centralina DMX
DALI converter DMX control gear
BUS . + RGB + ECG.0001.0*
IN/OUT
IN ouT
Alimentatore + IN
..... Power suppl, - R ;
ui 4 G T T Interfaccia DALI
= Interfaccia DMX B S \ DALI interface
Convertitore DALI
DMX Interface ECG.0035.0
DALI converter
_ RGB
+ +
= BUS +
— IN/OUT
IN BUS OUT

— Centralina DMX / DALI
7] DMX / DALI Control gear

* PC richiesto solo per la programmazione / PC only needed for programming

DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI DWS
S1 DMX/DALI - PARALLEL CONNECTION FOR DWS SYSTEMS

Codici alimentatori
Power supply units

24 Vdc
PSU.0006.0
PSU.0010.0
PSU.0011.0
PSU.0016.0
PSU.0017.0

Interfaccia DMX

DMX interface
- ouT - ECG.0034.0
Alimentatore L m— TN
[ Power supply - ——— é ? ?
= Interfaccia DMX
Convertitore DALI LED
DMX Interface Centralina DMX
DALI converter DMX control gear
DWS *
BUS i + + ECG.0001.0
IN/OUT
IN ouT
Alimentatore + IN
77777 Power supply - R i
T G 1 1 Interfaccia DALI
= g;ic:ﬁﬁﬁeDD“KI LED DALI interface
DMX Interface ECG.0035.0
DALI converter
= DWS
+ +
7/ BUS +
2 IN/OUT
}
IN BUS OUT

— Centralina DMX / DALI
H DMX / DALI Control gear

* PC richiesto solo per la programmazione / PC only needed for programming

Codici alimentatori
Power supply units
24 Vdc
PSU.0006.0
PSU.0010.0
PSU.0011.0
PSU.0016.0
PSU.0017.0
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DMX/DALI - COLLEGAMENTO IN PARALLELO PER SISTEMI RGBW
T1  pMX/DALI - PARALLEL CONNECTION FOR RGBW SYSTEMS

Interfaccia DMX Codici alimentatori
DMX interface Power supply units
N ouT - ECG.0007.0 24 Vdc
N Alimentatore ~ + IN R PSU.0006.0
T Power supply - E ' '
- Interfaccia DMX ¥ LED PSU.0010.0
Convertitore DALI - - PSU.0011.0
DMX Interface Centralina DMX PSU.0016.0
DALI converter DMX control gear
. RGBW N PSU.0017.0
BUS + ECG.0001.0
IN/OUT
IN ouT
| Alimentatore ¥ IN R
T Power supply - B ’ ’
- Interfaccia DMX U Lep |
Convertitore DALI
DMX Interface
DALI converter
-/ + RGBW +
= BUS +
—> IN/OUT
IN BUS OUT
_____ Centralina DMX / DALI
4 DMX / DALI Control gear
* PC richiesto solo per la programmazione / PC only needed for programming
U1 Art-Net - COLLEGAMENTO IN PARALLELO PER SISTEMI RGB MOVE
Art-Net - PARALLEL CONNECTION FOR RGB MOVE SYSTEMS
Z
oy
+ LED LED LED . LED LED LED |
Centralina Art-Net ArtiNet signal Data paa (B D () |
Wrt-Net control g@4F
+ - RGB RGB RGB - RGB RGB RGB [~
T ]

Interfaccia Art-Net

. Art-Net interface
Alimentatore

Power supply



